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On below table, you can find the list of equipment that are compatible with Inoxpres, Steelpres and
Aespres press fitting systems (certified equipment, see technical handbook for details/uses). Herewith,
Raccorderie Metalliche S.p.A. extends the current Guarantee for the above mentioned equipment.

MANUFACTURER KLAUKE - Jaws 12-35 mm - Chains 42-108 mm

Type
Piston

strength
Dimension

range Weight Compatible with jaws from
MAP1 15 KN 12 ÷ 22 mm ～ 1,9 Kg Not compatible
MAP2L 15 KN 12 ÷ 22 mm ～ 1,7 Kg Not compatible

UAP2 - UAP3L 32 KN 12 ÷ 54 mm ～ 3,5 Kg

Novopress
EFP2 / EFP201 / AFP201 / EFP202 /

AFP202 /  ECO 1 / ACO 1

UNP2 32 KN 12 ÷ 54 mm ～ 3,5 Kg

Novopress
EFP2 / EFP201 / AFP201 / EFP202 /

AFP202 / ECO 1 / ACO 1

UAP4 - UAP4L 32 KN
12 ÷ 54 mm PN16

76,1 ÷ 108 mm PN10 ～ 4,3 Kg

Novopress
EFP2 / EFP201 / AFP201 / EFP202 /

AFP202 / ECO 1 / ACO 1
12 ÷ 54 mm

UAP100 - UAP100L 120 KN 76,1 ÷ 108 mm ～ 12,7 Kg Not compatible

AHP700LS
PKUAP3 32 KN 12 ÷ 54 mm ～ 12,3 Kg

Novopress
EFP2/EFP201/AFP201

EFP202/AFP202 / ECO 1 / ACO 1
12 ÷ 54 mmPKUAP4 32 KN

12 ÷ 54 mm PN16
76,1 ÷ 108 mm PN10 ～ 12,6 Kg

PK100AHP 120 KN 76,1 ÷ 108 mm ～ 20,2 Kg Not compatible
EHP2/SANB 0,75 KW 76,1 ÷ 108 mm ～ 28 Kg Not compatible

MANUFACTURER NOVOPRESS - Jaws 12-35 mm - Chains 42-108 mm

Type
Piston

strength
Dimension

range Weight Compatible with jaws from
ACO102 19 KN 12 ÷ 22 mm ～ 1,7 Kg Not compatible

EFP2 32 KN 12 ÷ 54 mm ～ 6,1 Kg EFP201 / AFP201 / ECO1 / ACO1
EFP201 / EFP202 32 KN 12 ÷ 54 mm ～ 4,4 Kg EFP2 ECO1 / ACO1
AFP201 / AFP202 32 KN 12 ÷ 54 mm ～ 4,3 Kg EFP2 ECO1 / ACO1
ECO202 / ACO202 32 KN 12 ÷ 54 mm ～ 3,3 Kg ECO201 / ACO201 ECO1 / ACO1
ECO203 / ACO203 32 KN 15 ÷ 54 mm ～ 3 Kg ECO202 / ACO202

ACO202XL 32 KN 15 ÷ 54 mm ～ 4,6 Kg ECO202 / ACO202
ACO401 100 KN 76,1 ÷ 108 mm ～ 13 kg Not compatible

ACO3 36 KN 15 ÷ 54 mm ～ 5,0 Kg ECO3
ECO301 45 KN 15 ÷ 54 mm ～ 5,0 Kg ACO3

HCP 190 KN 76,1 ÷ 108 mm ～ 14-16 Kg Not compatible
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MANUFACTURER MILWAUKEE - Jaws 12-35 mm - Chains 42-54 mm

Type
Piston

strength
Dimension

range Weight Compatible with jaws from
M12HPT - 12V 19 KN 12 ÷ 22 mm ～ 1,7 Kg Not compatible
M18HPT - 18V 32 KN 12 ÷ 54 mm ～ 3,3 Kg ECO201 / ACO201 ECO1 / ACO1

M18BLHPT 32 KN 15 ÷ 54 mm ～ 3 Kg ECO202 / ACO202
M18XL 32 KN 15 ÷ 54 mm ～ 4,6 Kg ECO202 / ACO202

With regard to the Klauke pressing tool UAP4/UAP4L, the limitation on PN 10 is to be observed for the
king size dimensions 76-108 mm outer diameter. Inoxpres Gas fittings in sizes 76 ÷ 108 mm must be
pressed with pressing collars/chains and UAP100/UAP100L/ACO401 pressing machine only (others
pressing machines are not approved).


